
 U03240680

324 R

L
mmd

” Q.tà x conf.Cod. €

 1/4  133  1 U03240550

324 H/SH3

�
gr Q.tà x conf.Cod. €

 U03240670 400  1

ISO 8764-1324 HPH

n°xa L
mm

W
mm

handle
size Q.tà x conf.Cod. €

 1x100  209  8  M2  1 U03240541
 2x125  245  10  M3  1 U03240542
 3x150  275  12  M4  1 U03240543

ISO 2380-1324 H

axbxc
mm

L
mm

W
mm

handle
size Q.tà x conf.Cod. €

 0,8x4x100  204   M1  1 U03240533
 1x5,5x125  234  8  M2  1 U03240534
 1,2x6,5x150 270  10  M3  1 U03240535
 1,2x8x175  300  11  M4  1 U03240536
 1,6x10x175  300  12  M4  1 U03240537
 2x12x200  300  14  M4  1 U03240538
 2,5x14x250  375  14  M4  1 U03240539

324 I/SH6

€Q.tà x conf.Cod.

 1

�
gr

 580

 329 N

axbxc
mm

L
mm colour Q.tà x conf.Cod. €

 0,2x1,5x35  118  5 U03290001
 0,3x1,8x35  118  5 U03290002
 0,4x2x35  118  5 U03290003
 0,4x2x75  158  5 U03290004
 0,4x2,5x35  118  5 U03290005
 0,4x2,5x75  158  5 U03290006
 0,5x3x75  168  5 U03290007
 0,5x3,5x75  168  5 U03290008
 0,8x4x75  168  5 U03290009

 329 NPH

n°xa colour L
mm Q.tà x conf.Cod. €

 00x35  118  5 U03290021
 00x75  158  5 U03290022
 0x35  118  5 U03290023
 0x75  168  5 U03290024
 1x75  168  5 U03290025

 329 NTX

n°xa colour L
mm Q.tà x conf.Cod. €

 T5x35  118  1 U03290041
 T6x35  118  1 U03290042
 T7x35  118  1 U03290043
 T8x75  168  1 U03290044
 T9x75  168  1 U03290045
 T10x75  168  1 U03290046
 T15x75  168  1 U03290047
 T20x75  168  1 U03290048

Screwdrivers with beating zone for slot-head 
screws
- Model with hexagonal drive and hexagonal blade for 

powerful tightening, also with a wrench
- Metal rear dome to protect the beating zone 
- Zinc-plated tip for high resistance to wear and corrosion
- Chrome Silicon Vanadium steel blade for excellent 

resistance to flexion
- Ergonomic three-material grip with soft coating, resistant 

to oils and chemicals
- Colour code on the handle for quick identification of the 

different shapes

Set of 3 screwdrivers with beating zone for 
slot-head and PHILLIPS® screws
- 324 H/1,2x6,5x150-1,6x10x175
- 324 HPH/2x125

Screwdrivers with beating zone for PHILLIPS® 
screws
- Model with hexagonal drive and hexagonal blade for 

powerful tightening, also with a wrench
- Metal rear dome to protect the beating zone 
- Zinc-plated tip for high resistance to wear and corrosion
- Chrome Silicon Vanadium steel blade for excellent 

resistance to flexion
- Ergonomic three-material grip with soft coating, resistant 

to oils and chemicals
- Colour code on the handle for quick identification of the 

different shapes

Set of 6 screwdrivers in stainless steel for 
slot-head and PHILLIPS® screws
- 0,8x4x100-1x5,5x100-1,2x6,5x150-1,2x8x175
- PHILLIPS®: PH1x100-PH2x125
- Ergonomic three-material grip with soft coating, resistant 

to oils and chemicals
- Colour code on the handle for quick identification of the 

different shapes

Holder for screwdriver blades
- Compatible with all the reversible blades COMBIDRIVE
- Steel housing with hexagonal connection to hold the 

blades
- Ergonomic three-material grip with soft coating, resistant 

to oils and chemicals

Screwdrivers for slot-head screws
- Ergonomic handgrip with revolving head for precision 

screwing action
- Special Silicon Chrome Vanadium steel blade
- Chrome plated finish with burnished tip

Screwdrivers for PHILLIPS® screws

- Ergonomic handgrip with revolving head for precision 
screwing action

- Special Silicon Chrome Vanadium steel blade
- Chrome plated finish with burnished tip

Screwdrivers for TORX® screws
- Ergonomic handgrip with revolving head for precision 

screwing action
- Special Silicon Chrome Vanadium steel blade
- Chrome plated finish with burnished tip
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145New item

CMYK: 45-0-100-0
Colore da utilizzare per codici novità


